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CAMERA INSPECTION

•	 Inspections up to 900 feet in length
•	 Mainline diameters from 8” to 72”
•	 Lateral diameters from 4” to 8”
•	 Laser profile technology up to 48”
•	 High-resolution, 360 degree pan-and-tilt 

cameras with laser iris for measurement
•	 Satellite launch system for lateral entry
•	 Cameras navigate bends and branches
•	 Built-in lighting for low-light conditions
•	 Onboard command center for live video & 

photo capture
•	 Operates on vehicle power or generator
•	 Digital condition assessment & reporting
•	 POSM software utilization

Our inspection truck is equipped to perform 
comprehensive assessments of mainline and lateral 
pipelines. Utilizing state-of-the-art modular camera 
technology, the system provides high-resolution 
video, data logging, and launch capabilities to 
access lateral lines from within main lines.
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CAMERA  
SPECS

360° Pan-and-tilt HD
Lateral launch cam

INSPECTION 
RANGE

Up to 900 ft reel length 
Mainline diameters 8”-72”

Lateral diameters 4”-8”

RC station located 
inside truck

COMMAND  
STATION

FIELD OF VIEW

Wide-angle with zoom 
Visibility in low-light 

Onscreen measurement

•	 NASSCO-compliant inspections
•	 Integrated safety lighting and tethered control
•	 Leak testing & pressure monitoring on all 

camera modules

DATA REPORTING

Records video, stills
Real-time data

Exported to portal


